
Technical Data 
Specifications & Capacities 

CAUTION: This material is supplied for 
reference use only. Operator must refer to 
in-cab Crane Rating Manual and Operator's 
Manual to determine allowable crane lifting 

capacities and assembly and operating 

procedures. 

Link-Belt Cranes RTC-806511 

5557 (supersedes 5538)-0709-J9 

Series II 
Telescopic Boom Rough Terrain Crane 

65 ton (60.0 metric ton) 

Custom Service Crane, Inc.
www.CustomServiceCrane.com   |   t: 217-897-1700  |   Randy@customservicecrane.com
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5557 (supersedes 5538)-0709-J9 

Fully Extended Outriggers - 360 • Rotation 
(All Capacities Are Listed In Pounds) 

115 ft Main Boom Length 
30 ° Fly Offset 

Fly Length (ft) 

9,900 

9,700 

9,500 

9,400 

9,200 5,600 

9,100 5,500 4,200 

8,000 5,300 4,000 

7,000 5,200 3,800 

6,200 5,100 3,700 

5,400 5,000 3,500 

4,700 4,900 3,400 

4,100 4,900 3,200 

3,500 4,500 3,100 

3,000 3,900 3,000 

2,500 3,400 2,900 

2,100 3,000 2,800 

2,500 2,500 

2,200 2,200 

1,800 1,800 

1,400 1,400 

1,100 1,100 

800 

3,200 

3,000 

2,900 

2,700 

2,500 

2,400 

2,300 

2,100 

2,000 

1,900 

1,800 

1,700 

1,600 

1,500 

1,200 

900 
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115 ft Main Boom Length 
45

° 

Fly Offset 

8,900 

8,800 

8,700 

8,600 

8,600 

8,400 

7,300 

6,400 

5,600 

4,900 

4,200 

3,600 

Fly Length 1ft) 

58 74 

4,900 

4,800 3,400 

4,700 3,300 

4,700 3,200 

4,700 3,100 

4,600 3,000 

4,600 2,900 

4,200 2,800 

3,700 2,700 

3,200 2,700 

2,700 2,600 

2,200 2,300 

1,900 

1,600 

2,600 

2,500 

2,300 

2,200 

2,100 

2,000 

1,900 

1,800 

1,700 

1,600 

1,600 

1,500 

1,400 

1,000 

This information is not for crane operation. Operator must refer to the in-cab information for crane operation. Rated lifting capacities shown on 
fully extended outriggers do not exceed 85% of the tipping loads and on tires do not exceed 75% of the tipping loads. 

RTC-806511 Link-Belt Cranes 
Custom Service Crane, Inc.

www.CustomServiceCrane.com   |   t: 217-897-1700  |   Randy@customservicecrane.com
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